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DESCRIPTION

230 g
(13 cm)

25 mm10 kN30 kN 10 kN

FEATURESSTANDARDS

EN 12275
EN 566

1019

TECHNICAL DATAMATERIALS

ARTWALL SET Steel quickdraw mainly made for longterm 
placement in the climbing gyms.

Wire gate minimizes accidental 
opening of the gate.

Bent gate with large opening 
for easy rope clipping.

14
mm

Large gate opening. KEY FEATURES

strength
maillon eliminates tampering

long life

25mm

90 % zinc-coated steel (body)
10 % stainless steel (wire gate, captive bar)
5 % polyamid

Polyamide webbing 20 mm 
wide (various lengths).

Set of zinc-coated steel carabi-
ners provides longer lifetime.

Both connectors eliminate a 
theft and tampering with the 
express.

22 kN

13, 16, 20, 30 or 60 cm

20 mm

25 
mm

103 m
m

61 mm

14mm

unique
number

warranty

2
YEARS

№

C a p t i ve  b a r  p r eve n t s  t h e 
twisting of the carabiner and 
loading across. Captive bar can 
be easily removed by an Allen 
key.

11mm

37 mm

74 m
m

maillon small oval
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NOTES
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WEIGHT

RELATED PRODUCTS

ARTWALL
K4310

MAINTENANCE

130 g

20 °C 100 °C

beware of
salt

beware of
chemicals

washing drying silicon
oil

read
instructionsHowever mechanical damage can occur during the first use, which can limit 

the lifetime of this products only to its first use.

Lifetime of this product depends on the frequency and the environment (salt, 
sand, moisture, chemicals, etc.) in which is used. Without taking wear or 
mechanical damage into account and in compliance with the conditions 
specified in the instructions for use this product may be used 15 years from the 
date of production and 10 years from the date of the first use.
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