
Sit speleo harness
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SIZE

max. 110

max. 43

50-80

20-31

520

ONE SIZE

! !! !!

ABRASION PROTECTION of WEBBING:

- fully adjustable waist belt and leg loops
- two textile loops for lights battery
- protected abrasion resistant fiber on exposed places
- special loop for Cam Clean attachment
- triangual shaped steel rings for attachment of maillon

Technical description:

DIGGER LIGHT S0101

3 years guarantee
3 roky záruka

1019
 EN 122 77 TYPE C

Directive / směrnice
PSA 89/686/EEC
Nař. vlády 21/2003 Sb.

EC QMS of production inspected by / 
ES SŘJ výroby prověřuje
VVUÚ, a.s. Ostrava - Radvanice

Certified by / certifikoval
VVUÚ, a.s. Ostrava - Radvanice

SINGING ROCK s.r.o.
Poniklá 317, 514 01 Poniklá CZ

Version 01/2018



Correct adjusting of the harness:

Test of harness in accordance:  EN 12277

Sit speleo harness

HARNESS
TEST 15+0,5 kN 10+0,5 kN

BUCKLE
TEST

connector type Q
EN 12275

descenders 

DIGGER LIGHT S0101
1019

 EN 12277 TYPE C
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